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SITE DATA TABLE:

ADDRESS:

PARCEL ID:

TOTAL PROJECT AREA
EXISTING ZONING

OVERLAY ZONING
PROPOSED ZONING

CAMA LAND CLASSIFICATION
PROPOSED USE

NUMBER OF BUILDINGS
STORAGE UNITS PROPOSED
CONSTR. TYPE BLDG #1 & 2
CONSTR. TYPE BLDG #3

EXISTING IMPERVIOUS AREA

PROPOSED IMPERVIOUS AREA
ONSITE:

5307 OLEANDER DRIVE
R06205-005-005-001
104,933 SF (2.409 AC.)
CB - Community Business
N/A

CB - Community Business
Watershed Resource Protection
MINI-WAREHOUSING

3 (1-Story)

31,400 SF

St

B/S1

13,288 SF (12.66%)

BUILDING 31,400 SF
Pervious Pavement (34,502 * 0.25) 8,626 SF
Asphalt Parking 0 SF
SIDEWALK 385 SF
CURB & GUTTER 878 SF
TOTAL 41,289 SF (39.35%)
OFFSITE: (Newly Constructed)
SIDEWALK 935 SF
TOTAL 935 SF
TOTAL: 42,224 SF
LIMITS OF DISTURBANCE: 2.51 Ac.
BULK REQUIREMENTS REQUIRED PROVIDED
MIN. LOT AREA 1/2 Ac. 104,933 SF (2.409 AC.)
MIN. LOT WIDTH 80' 235.61'
MIN. FRONT SETBACK 20' 30'
MIN. SIDE SETBACK o 10'
MIN. SIDE CORNER SETBACK 20 25'
MIN. REAR SETBACK 10' 82.4'
MAX. BUILDING HEIGHT BLDG #1 & 2 12' 12' (Article 6 Sec 18-286)
MAX. BUILDING HEIGHT BLDG #3 45' 28
MAX. LOT COVERAGE (BUILDINGS) 30% 31,400 SF (29.92%)

LANDSCAPE REQUIREMENTS

STREET YARD

OLEANDER (PRIMARY - 200.16' x 18

(18' Avg., Max.27', Min. 9" 3,611 SF 3,739 SF
54th ST. (SECONDARY - 517.82' x 9" 4,660 SF 4,660 SF
(% Primary Street Yard)
PARKING LOT LANDSCAPING 6,900 SF 6,986 SF
(20% CANOPY COVERAGE) (34,502 x 0.2)
BUFFER YARD (Article 6 - Section 18-286)
REAR YARD 25' 25'
SIDE YARD 10' 10'

OFF-STREET PARKING REQUIREMENTS

-------------------------------------------------------- REQUIRED PROVIDED
S e SR /7 S~/ Ay AR SR MINI-WAREHOUSING 3 Spaces (1 H/C) 9 Spaces (1 H/C)
> P AN M|N.1/1000
''''''''''''''''''''''''''''''''''''''''''''' MAX. N/A
Q? _______________ BICYCLE PARKING N/A N/A
- e UL UINE SR ) WATER/SEWER USAGE CURRENT PROPOSED
g A SEWER (125 GAL./Plumbing Fixture) 250 GPD +/- 375 GPD
< / 7% % ou WATER (125 GAL./Plumbing Fixture) 250 GPD +/- 375 GPD
/ a1 A BYBEE, LLC
O ~O ,,,,,,,,,,,,, R06205-005-006-000
z ,:D\o R 7 AN DB: 2573 PG: 398
& vy ZONING: CB .
Y USE: SELF STORAGE SITE NOTES:
S 1. MINI-WAREHOUSE UNITS SHALL BE USED FOR "DEAD" STORAGE ONLY (NO COMMERCIAL
~ < 4 DES’I‘RM P ENTERPRISE CAN BE CONDUCTED FROM AN INDIVIDUAL UNIT OR UNITS).
I‘ L G UGk B T % 0 4 1 G Y 2. THERE SHALL BE NO OUTSIDE STORAGE OF MATERIALS.
. cM mvgsgmm PROPERTIES, LLC 3. THERE SHALL BE NO STORAGE OF HAZARDOUS OR FLAMMABLE MATERIALS.
& / DB: 2903 P0: 2335, 4. TACTILE WARNING MATS TO BE INSTALLED ON ALL WHEELCHAIR RAMPS.
g / ZONING: CB 5. ALL PROPOSED VEGETATION WITHIN SIGHT TRIANGLES SHALL NOT INTERFERE WITH CLEAR
x USE: CAR WASH VISUAL SIGHT LINES FROM 30"-10". SIGNS SHALL NOT BE WITHIN THE SIGHT DISTANCE TRIANGLE.
2 /
>
<
| > ﬁJ/] &/5 & GENERAL NOTES:
o
/A Y S \ AN G D ‘ ; ; N PR
a TRV EY R T N 1. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS-OF-WAY & FOR DRIVEWAY ARE TO BE THERMOPLASTIC &
r / 4 7 B, INT AN ) MEET CITY AND/OR NCDOT STANDARDS.

e N

4/

PRIMARY LIGHTED
SIGN LOCATION

7 % 7 TO ASPHALT

—— FH

2. ALLSIGNS AND PAVEMENT MARKINGS IN AREAS OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD
(MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES) STANDARDS.
/ 3. ALLTRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT-OF-WAY ARE TO BE MAINTAINED BY THE
/ . PROPERTY OWNER IN ACCORDANCE WITH MUTCD STANDARDS.

4. ALL PARKING STALL MARKINS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE.
AN i — / EX. FIRE HYDRANT 5. AUTILITY CUT PERMIT IS REQUIRED FOR EACH OPN CUT OF A CITY STREET. NOTE THIS ON THE PLAN
g S =g {~PROPOSED 5 SIDEWRLK - Ll e -t EX. DRIVEWAY AND CONTACT 341-5888 FOR MORE DETAILS. IN CERTAIN CASES AN ENTIRE RESURFACING OF THE
T Ex FRERYD — / 7.9 ~ ‘ e e / o AREA BEING OPEN CUT MAY BE REQUIRED.
— \ \_ SECONDARY LIGHTED ~ e = = 6. INSTALL REFLECTORS PER CITY AND NCDOT STANDARDS. TRAFFIC ENGINEERING MUST APPROVE OF
M@Z POWER POLE & SECONDARY LIGHTED ,/*/ 77> >, _ GROUND SIGN e PAVEMENT MARKING LAYOUT PRIOR TO ACTUAL STRIPING.
— — X TmRewmw—— —\__ SIGNAL BOX \ GROUND SIGN T ESTING 1 Vo s 7 T e~ — T — I 7. ANY BROKEN OR MISSING SIDEWALK PANELS AND CURBING WILL BE REPLACED.
— Ny 7@9 N IS /| CONCRETE bRVE |/ % —===1 - —— 8. ALANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET TREES SHALL BE SUBMITTED
7/ NAT—— 7 {/ //;éé// g Lasod y | L — - TO THE CITY OF WILMINGTON TRAFFIC ENGINEERING DIVISION AND PARKS AND RECREATION
— L SRS o s 0.0 AN 15.0 L ymmmEe, - - DEPARTMENT FOR REVIEW AND APPROVAL PRIOR TO THE RECORDING OF THE FINAL PLAT.,
I A\ T 7 TSIGNALWRE ‘: AN ~ . : 20'x70'" "/ | I — — 9. CONTACT TRAFFIC ENGINEERING AT 341-7888 FORTY-EIGHT HOURS PRIOR TO ANY EXCAVATION IN
—_ <= = SIGHTTRIANGLE _ —— . - THE RIGHT OF WAY.
T «~  onmaw PN A— —
) ' <\&_::::| .......... T ____,_.._———: ——————————————————————— e —
S e / 2 — o S,
—L ] == OLEANDERDRIVE -/ ——  —
/ ' l\&f ’ ﬁ \f o ;| R W) A — — T —
I / T M_(U S. HWY 76 / 100 L ) L) —— I - —
N - /! - — — —
—_— / ##__/,_,,_,717_4} ---------------- f _— — S STORMWATER MANAGEMENT
- \/\ ,/ B — — // / EX. DRIVEWAY - — ‘ PLAN
—_ b V4 I .
— N -/ N o EX. E0GE OF PAYEENT ooy - - Approved Construction Plan APPROVED
\Co%z: — \/\_L - — —— '7 POWER BOLE & / Name Date
A = a— e — SIONAL Box CITY OF WILMINGTON
EX. DRIVEWAY 7 / / / Planning
] , . ROBERT RIPPY ENGINEERING DEPARTMENT
— N INNERTROBE PROPERTIES, LLC l R ?OEEI%G’ LL(’ _ / / R06205-016-004-000 Public Utilities
R06205-016-009-000 8;00—01 1;805;301 DB: 1866 PG: 0073 DATE PERMIT #
| B
USE: MEDICAL & HEALTH USE: GAS SERV. STATION / USE: RECREATIONAL Fire
30' 15' o' 30' 60'
Scale: 1"=30'
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ENGINEERING, PLLC
91 Pelican Point Road
Wilmington, North Carolina 28409
Phone: 910.409.3567
Email: Charlie@intracoastalengineering.com
License Number P-0662
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CLIENT INFORMATION:

PENTON DEVELOPMENT LLC.
6105 OLEANDER DRIVE SUITE 201
WILMINGTON, NC 28403

(910) 452-1410

DRAWN: CDC SHEET SIZE: 24X36
CHECKED: CDC DATE: 01-09-13
APPROVED: CDC SCALE: -~ 1:30
PROJECT NUMBER: 100-081

DRAWING NUMBER

C-2
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VICINITY MAP (NOT TO SCALE):

< 2 |
& SITE
U.s. 76
REVISIONS

ENGINEERING, PLLC
91 Pelican Point Road
Wilmington, North Carolina 28409
Phone: 910.409.3567
Email: Charlie@intracoastalengineering.com
License Number P-0662

GRADING, UTILITY,
EROSION CONTROL,

& STORMWATER PLAN
FOR
OLEANDER DRIVE
SELF STORAGE
WILMINGTON, NC

CLIENT INFORMATION:

PENTON DEVELOPMENT LLC.
6105 OLEANDER DRIVE SUITE 201
WILMINGTON, NC 28403

(910) 452-1410

SPOT ELEVATION R06205-006-009-000 v e . ~J
DB: 5299 PG: 432 N N ¥ o v v v ’ v v ’ v v b
LET PROTECTION ZONING: R-10 v v v v v
B USE: RESIDENTIAL - v v IE“?S Ad)"anEdge
4 v v v v Vv Vv / .
PROPOSED STREET YARD e v e e el
- 7.9 v v v v <
PROPOSED SIDEWALK / 9, v ol 5'x5'x12" E.D.
\4 £%
8" PVC @0.5%
PROPOSED BUILDING 5780 X
PROPOSED
INFILTRATION BASIN . 25.15 / =7 50 . / SILT FENCE (TYP.)
S9A o
PERMEABLE PAVEMENT — — R S s onne SITE DATA TABLE:
............. =7/ ® f#'ETER BOX
CONSTRUCTION ENTRANCE M ULBERRY ''''''''''''''''''''' S ADDRESS: 5307 OLEANDER DRIVE
AVENUE --------- & PARCEL ID: R06205-005-005-001
- 220017 2460 S/ TOTAL PROJECT AREA 104,933 SF (2.409 AC.)
S S S S e T e — 8 EXISTING ZONING CB - Community Business
— - Sy Y S s [ ! 2475 - OVERLAY ZONING N/A
---------------------- PROPOSED ZONING CB - Community Business
/ ........................ \ ............ CAMA LAND CLASSIFICATION Watershed Resource Protection
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Ay ROOF DRAIN (TYP.) PROPOSED USE MINI-WAREHOUSING
2515 o NUMBER OF BUILDINGS 3 (1-Story)
/ ...................................... N STORAGE UNITS PROPOSED 31,400 SF
MALCOMSIMMONS LSS S LS 7 [ BUILDING #1 /NS A CONSTR. TYPE BLDG #1 & 2 St
/ Ro6205-014-001-000 S/ /G ST T K ) e—= 60'x240 -/ N N CONSTR. TYPE BLDG #3 B/S1
PG: 5624 PG:otz4 S~ S S S L f1eolof Y AT o0 s ~ :‘Q,
ZONING:R-10 S NS ST\ S L ey e S © EXISTING IMPERVIOUS AREA 13,288 SF (12.66%)
USE: RESIDENTIAL. ~ // N /) xp (/" /7 / 2499 /.~ ..o e T
/ ---------------------- / ROOF DRAIN (TYP.) PROPOSED IMPERVIOUS AREA
............................................ ONSITE:
_____________________________________ BUILDING 31,400 SF
.................................. Pervious Pavement (34,502 * 0.25) 8,626 SF
T —— Y R A XN Ny Y \ ...... / Asphalt Parking 0 SF
T - N~ S Y NN '/ SIDEWALK 385 SF
T —— IR Sy e s Assas) o CURB & GUTTER 878 SF
e NI S ) O T —, S TOTAL 41,289 SF (39.35%)
/ 12" ADS lx)xlc};/éng;igi ,‘ @y OFFSITE: (Newly Constructed)
. R SIDEWALK 935 SF
) BUILDING #2 . AQ TOTAL 935 SF
JOSEPH PRIEST ML
/ R06205-014-002-000 S TOTAL: 42,224 SF
/ PG:1320 PG:o3iy N oS IS LA Nl e
ZONING:R-10 N/ S g S e NG
USE: UNDEVELOPED VAN B /Ay Y S R N A 2 . S ROOF DRAIN (TYP.) LIMITS OF DISTURBANCE: 2.51 Ac.
/ 5' GRASSED AR BULK REQUIREMENTS REQUIRED PROVIDED
SPILLWAY24.00' "N // / /&) X/ .%// . ) o Ry MIN. LOT AREA 1/2 Ac. 104,933 SF (2.409 AC.)
MIN. LOT WIDTH 80' 235.61"
€3 —_ MIN. FRONT SETBACK 20' 30'
> _ MIN. SIDE SETBACK 0 10
— MIN. SIDE CORNER SETBACK 20' 25'
1" WATER SERVICE MIN. REAR SETBACK 10 82.4
(36" MIN. BURY) MAX. BUILDING HEIGHT BLDG #1 & 2 12 12' (Article 6 Sec 18-286)
Q / APPROX. LOCATION OF MAX. BUILDING HEIGHT BLDG #3 45' 28’
. O, 0,
- X WATHR MToR MAX. LOT COVERAGE (BUILDINGS) 30% 31,400 SF (29.92%)
§ / ROOF DRAIN (TYP.) LANDSCAPE REQUIREMENTS
/ > e VR Y A P STREET YARD
O = 3:1 GRASSED SWALE / c o K LN BYBEE, LLC OLEANDER (PRIMARY - 200.16' x 18))
'o ............ R06205-005-006-000 (18' Avg., Max.27', Min. 9') 3,611 SF 3,739 SF
:E O co. ¥ f DB: 2573 PG: 398
Nt M~ ¥ [J ZONING: CB
4" S/S SERVICE @ 1.0% / ............... USE: SELF STORAGE 54th ST. (SECONDARY - 517.82' x 9)) 4,660 SF 4,660 SF
36" Min. BURY / ''''''''''''''' (% Primary Street Yard)
e q;' '''''''''''''''''''''''''' PARKING LOT LANDSCAPING 6,900 SF 6,986 SF
/ NG /) (20% CANOPY COVERAGE) (34,502 x 0.2)
N ::: CM INVESTMENT PROPERTIES, LLC / 4 / RN/
£ R06205-014-003-000 / N NN BUFFER YARD (Article 6 - Section 18-286)
H / DB: 5203 PG: 1335 )/ ’ Nopdld S — T NS y ROOF DRAIN (TYP.) REAR YARD 25! 25'
5 / ZONING: CB | (f NE NN Y 2 Y SIDE YARD 10 10
& L USE: CAR WASH / // D 8" PVC @0.5%  — o —
Y% $H24.10 N \ ' 2420 5x5%12" E.D7 PROPOSED
< \/ / 1 ( %i SILT FENCE (TYP.) OFF-STREET PARKING REQUIREMENTS
/ 2 & /5 N ¢ 2 || Raso o REQUIRED PROVIDED
<G £ TIE TO EXISTING s 7.2 ® MINI-WAREHOUSING 3Spaces (1 HIC) 9 Spaces (1 H/C)
- SS SERVICE / 54,00 X5 3 MIN. 1/1000
p / 24.35 e O N | MAX. N/A
/ / APPROX. LOCATION OF 24.50 /INFILTRATION > EX. 12" PVC BICYCLE PARKING N/A N/A
EX. SEWER SERVICE \ 24.35 BASIN #2 p T
O Ny . " " o o 5, C.O.
/ I / \g 7 N 4 5452 4 A < / WATER/SEWER USAGE CURRENT PROPOSED
23.00 ~ —~ ) @ v 3\ EX. 18" RCP /
/ | ) ~o_ " ™ | 4, L W _— " SEWER (125 GAL./Plumbing Fixture) 250 GPD +/- 375 GPD
~ . 24.00 . Y 4 » . i i -
| 4 \\ (24 ‘ MY u\ Z gﬁfﬁffﬁ‘i T e Aoes RCP RN EX. FIREHYD WATER (125 GAL./Plumbing Fixture) 250 GPD +/-375 GPD
W FH L - - Pt —— T AU O ® EX. DRIVEWAY
v o] L— felilo) v (R SRR U == )* R Ty AT =7 125\ Ex.s/S M
—___ EX.FIRE HYD ! 53 —~ T Ry ) pei_c 0 AN AN : S
. \ f— Y e m— | — N e — o o\ N\ ~ = == Approved Construction Plan
M@Z_ x.zs MH / LIMITS OF DISTURBANCE — ~ ,sm/ SD ‘ X SANT TS —— — — N o
. A S 2072 . o S I ) ame ate
- o - e EX. TRAFFIC SionNAT—— \\ _ ??7 &3~ ~_ // P /; 1 P ,EX._”;}ILZEQ—;’Z/// / conaTINGy \ o A\ S EX. INV.18.22’ e —— — T
-7V ~ EX el 8L RGP SD’ N\ \E be._;r_NX,Zef/o_o_” ——— e EXf‘ RP - — B Planning
ag—= A —— ——EOP :i m w9 NN\ ——X" “=EX. INV.20.60’ - g
e — “e o MATCH EXISTING. ~ ———— N EX. INV.10.49° - Public Utilities
) A 2l x4z ———  CONCRETE APRON D N1sA — .
—TEMPORARY ~ —— — . +/- 2390 N __—— — T - raric
j / / SEDIMENT TRAP #2 <= e — 8256 13 S < -
<= T X 30 x T — Fire
—_— [ PROPOSED — _____ TEMPORARY R e —_—— T
— / , = SILT F%QE (TYP)= OLE AN DERDBIYE ~~~~~ — SEDIMENT TRAP#1 I
N = N~ T ! — N — .
_— / / —— = (U.S. HWY 76 /100 R'W) = — B STORMWATER MANAGEMENT
i— T — T
R e i DS ——— _ PLAN
e ——— — T —_— / —_
A Ve _ APPROVED
; SIS — ’\ EX. DRIVEWAY - R /\N
T \L . — / BN Y EX_ EDGE OF PAVEMENT ’\ EX. DRIVEWAY / — /”' CITY OF WILMINGTON
EX. DRIVEWAY J—
\((ﬁ“\ — / \ AN - —— _;7 W / ENGINEERING DEPARTMENT
T ——— R7W
EX. DRIVEWAY ( / / / DATE _ PERMIT #
— INNERTROBE PROPERTIES, LLC MORELAG, LLC ROBERT RIPPY SIGNED
/g AN : R06205-016-005-001 / / R06205-016-004-000
l ﬁ> R06205-016-009-000 5 )05 DB: 1866 PG: 0073
DB: 5556 PG: 1086 DB: 5334 PG: 1123 ZONING: CB
ZONING: CB ZONING:CB USE: RECREATIONAL
USE: MEDICAL & HEALTH USE: GAS SERV. STATION / e
30' 15' o' 30' 60'
/ e e e —
Scale: 1"=30'

DRAWN: CDC SHEET SIZE: 24X36
CHECKED: CDC DATE: 01-09-13
APPROVED:  CDC SCALE: 1:30
PROJECT NUMBER: 100-081

DRAWING NUMBER

C3

30f9




LEGEND

PROPERTY LINE

PROPOSED BUILDING

— EXISTING PAVEMENT

EASEMENT

DEPRESSED LANDSCAPE AREA
PROPOSED WATER SRVICE

PROPOSED SEWER SERVICE

LIMITS OF DISTURBANCE

TEMPORARY SILT FENCE

PROPOSED FENCE

3:1 GRASSED SWALE

RUNOFF DIRECTION

EX. FIRE HYDRANT ASSEMBLY
GATE VALVE

SPOT ELEVATION

INLET PROTECTION

PROPOSED STREET YARD

PERMEABLE PAVEMENT

CONSTRUCTION ENTRANCE

|

|

—_— \j
\
/\ ALICE ARMSTRONG / HAWTHORNE PARK COA, INC

R06205-006-014-000 R06205-005-006-000

\ DB: 5391 PG: 2848 DB: 2071 PG: 0571
ZONING: R-10 ZONING: O&I
/ \ USE: RESIDENTIAL / / o USE: SINGLE FAMILY CONDO
@

——
\ —
13" PINE, 18" PINE 13" PINE
18" PIN -
—
_ —
——— 14" PINE
" 12" PINE 25 1
— — 24.25— 15" PINE
v W v v v '3 \\l/ v Vg D
v v v v v v v Vv %

PROPOSED SIDEWALK /
PROPOSED BUILDING
INFILTRATION BASIN - \l

. INFILTRATION . W\} LT
v BASIN#1 - + <>~

v v v

JAMES CELENDA
R06205-006-009-000
DB: 5299 PG: 432
ZONING: R-10
USE: RESIDENTIAL

/

1QZ'XDS AdvanEdge
PIPE (Iyp.)

\
¢ e/ ¢ ¢
¢ ¢ e ¢
¢
\\\

5'x5'x12" E.D.
8" PVC @0.5%

—

_ SITE DATA TABLE:
ADDRESS:
PARCEL ID:
TOTAL PROJECT AREA
EXISTING ZONING
OVERLAY ZONING
PROPOSED ZONING
CAMA LAND CLASSIFICATION
ROOF DRAIN (TYP.) PROPOSED USE
NUMBER OF BUILDINGS
STORAGE UNITS PROPOSED
CONSTR. TYPE BLDG #1 &2
CONSTR. TYPE BLDG #3

MULBERRY AVENyp

/
— -1

MALCOM SIMMONS
R06205-014-001-000
PG: 5624 PG: 0134
ZONING: R-10
USE: RESIDENTIAL

EXISTING IMPERVIOUS AREA
PROPOSED IMPERVIOUS AREA

5307 OLEANDER DRIVE
R06205-005-005-001
104,933 SF (2.409 AC.)
CB - Community Business
N/A

CB - Community Business
Watershed Resource Protection
MINI-WAREHOUSING

3 (1-Story)

31,400 SF

S

B/S1

13,288 SF (12.66%)

VICINITY MAP (NOT TO SCALE):

& SITE
U.s. 76
REVISIONS

91 Pelican Point Road
Wilmington, North Carolina 28409
Phone: 910.409.3567
Email: Charlie@intracoastalengineering.com
License Number P-0662

INTRACOASTAL
ENGINEERING, PLLC

SELF STORAGE
WILMINGTON, NC

SUBGRADE PLAN
FOR
OLEANDER DRIVE

ONSITE:
BUILDING 31,400 SF
Pervious Pavement (34,502 * 0.25) 8,626 SF
—_— Asphalt Parking 0 SF
— SIDEWALK 385 SF
— CURB & GUTTER 878 SF
— TOTAL 41,289 SF (39.35%)
/ 12" ADS Adval(lEdge)a OFI;ISII)EN '&I;J_ﬁwly Constructed) o35 SF
PIPE (Typ.
Ty / TOTAL 935 SF
JOSEPH PRIEST
/ R06205-014-002-000 0@ TOTAL: 42 224 SF
/ PG: 1320 PG: 0314 &
ZONING: R-10 &
USE: UNDEVELOPED / 8‘? N LIMITS OF DISTURBANCE: 2.51 Ac.
/ ' GRASSED @ / BULK REQUIREMENTS REQUIRED PROVIDED
SPILI?WAY 24.00 MIN. LOT AREA 1/2 Ac. 104,933 SF (2.409 AC.)
’ / N MIN. LOT WIDTH 80' 235.61'
5Q MIN. FRONT SETBACK 20' 30'
Sa) — /)RS MIN. SIDE SETBACK o 10
> T — / ; MIN. SIDE CORNER SETBACK 20 25
i 37 0P MIN. REAR SETBACK 10' 82.4'
E ﬁ N MAX. BUILDING HEIGHT BLDG #1 &2 12' 12' (Article 6 Sec 18-286)
GUYYWIREY /4 ) MAX. BUILDING HEIGHT BLDG #3 45' 28’
[ / / /0: pl \4 MAX. LOT COVERAGE (BUILDINGS) 30% 31,400 SF (29.92%)
o) /
4, /
<3 § /N . ROOF DRAIN (TYP) LANDSCAPE REQUIREMENTS
Ny
5 " / STREET YARD
/ [ BYBEE. LLC OLEANDER (PRIMARY - 200.16' x 18)
O iy . (18' Avg., Max.27', Min. 9 3,611 SF 3,739 SF
o R06205-005-006-000
/ E \O DB: 2573 PG: 398
g ~  ZONING: CB 54th ST. (SECONDARY - 517.82'x9) 4,660 SF 4,660 SF
USE: SELF STORAGE (% Primary Street Yard)
s / PARKING LOT LANDSCAPING 6,900 SF 6,986 SF
< / (20% CANOPY COVERAGE) (34,502 x 0.2)
z m oM waiSTMENT PROPERTIES, LLC / BUFFER YARD (Article 6 - Section 18-286)
£ 06205-014-003-000 , .
3 / DB: 5203 PG: 1335 ROOF DRAIN (TYP.) REAR YARD 25 25
8 / ZONING: CB ) : SIDE YARD 10 10
5 L USE: CAR WASH 8" PVC @0.5%
'x5'x12" E.D:
> 5% / v OFF-STREET PARKING REQUIREMENTS
§ \f REQUIRED PROVIDED
/ (L U;& 2 MINI-WAREHOUSING 3 Spaces (1 H/C) 9 Spaces (1 H/C)
e MIN. 1/1000
Il MAX. N/A
/ / BICYCLE PARKING N/A N/A
. // / EX. 12" PVC
EX. INV.21.93'
/ | / / WATER/SEWER USAGE CURRENT PROPOSED
/ / EX. 18" RCP / — FH SEWER (125 GAL./Plumbing Fixture) 250 GPD +/- 375 GPD
R/W Yo WATER (125 GAL./Plumbing Fixture) 250 GPD +/- 375 GPD
/ EX. FIRE HYDRANT
FH ElS _
W o] — el @ H EX. DRIVEWAY
T ___ EX FIREHYD - / EXS/S e :
\ X.S/S MH - L e = Approved Construction Plan
M? ey~ @ - f Name Date
- — e EX. TRAFFIC Signa—— \\ N 7?)7 23 ~— \ - con g’)?(IESTTEINSRNE EX. INV.18.22 e —
- ) _ - - ' I — _
7‘/ ~— EX 87 RCP” . ¢ EX;NXEMO EX; ;10 " Rep o B Planning
TTUme—— R T AT ——— T T XEOPTT NG e YT _”_—.,-4———‘—‘“‘-’,‘—————— . vrere
T / = == ac. e T Public Utilities
y A - ——— EX. INvV.19.49"
/ ~ — - T I - - — Traffi
/ e _ ~ < — raffic
<& B — — e — Fire

EX. DRIVEWAY

5 &~ OLEANDERDRIVE - — — —

N

~— (US.HWY76 /100'R/W) . — — — — ==

/

-/

/

N

\

/ EX. EDGE OF PAVEMENT \ EX. DRIVEWAY /

\:\\\-—ﬁ“ R7W
| i

o

G

g INNERTROBE PROPERTIES, LLC
R06205-016-009-000
DB: 5556 PG: 1086
ZONING: CB
USE: MEDICAL & HEALTH

- -7
ex. o *’/’——”7_/7/,?«/?/ ,

STORMWATER MANAGEMENT

PLAN

APPROVED

CITY OF WILMINGTON
ENGINEERING DEPARTMENT

CLIENT INFORMATION:

PENTON DEVELOPMENT LLC.
6105 OLEANDER DRIVE SUITE 201
WILMINGTON, NC 28403

(910) 452-1410

/ / / DATE PERMIT #
i . ROBERT RIPPY
MORELAG, LLC , SIGNED
R06205-016-005-001 / / / R06395-o16~0.04—0(30
DB: 5334 PG: 1123 DB.Z glg?Nl()}GC%O%
ZONING: CB ) :
USE: GAS SERYV. STATION / USE: RECREATIONAL
30’ 15' o' 30' 60'

e T ey P—

Scale: 1"=30'

DRAWN: CDC SHEET SIZE: 24X36
CHECKED: CDC DATE: 01-09-13
APPROVED: CDC SCALE: 1:30
PROJECT NUMBER: 100-081

DRAWING NUMBER

O
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PRUNE PROPORTIANATELY TO

COMPENSATE FOR REDUCTION

OF ROOT BALL AND TO PRO-
WATER RETENTION MOTE NATURAL CHARACTER OF
RING

MULCH 2"

N T

COMPOSTED
TOPSOIL
BACKFILL

LEVEL GROUND
NOT TO SCALE

SECTION OF RUBBER DO NOT REMOVE LEADER
HOSE OR MANUFACTURED

TIES BETWEEN WIRES

AND TREE BARK

14 GAUGE STEEL WIRE
STRANDS TWISTED
AROUND EACH OTHER
UNTIL GUYS ARE TAUT.
ARRAY THREE GUYING
ASSEMBLIES AROUND TREE
AT 120—DEGREE SPACING

STAKES 4"-6"
ABOVE GRADE

STAKE TREES ONLY AS NECCESSARY
REMOVE GUY WIRES AFTER ONE YEAR

ARRAY THREE STAKINI
ASSEMBLIES AROUND TREE

AT 120-DEGREE SPACING RUBBER HOSE

_[2' MINIMUM

| R .

IREE STAKING DETAIL

STAKE TREES ONLY AS NECCESSARY
REMOVE GUY WIRES AFTER ONE YEAR

* SOME VARIATION IS ALLOWABLE

4'-6'*

(e 187—24"* 1.’

DO NOT REMOVE LEADER

PRUNE ONLY THOSE BRANCHES
WHICH ARE DAMAGED OR MIGHT
OTHERWISE ALLOW DISEASE TO

SPREAD THROUGHOUT THE TREE.

NOTE: REMOVE ANY TREE WRAP
BEFORE ACCEPTING TREES FROM
NURSERY. iNSPECT FOR DAMAGE
TO TRUNK UNDERNEATH WRAP.

WATER RETENTION
RING

TREE IS TO BE PLANTED WITH ITS "ROOT COLLAR"
LOCATED AT FINISHED GRADE. THIS MAY BE
DIFFERENT FROM THE NURSERY PLANTED DEPTH.
PULL MULCH AWAY FROM THE TRUNK 6" ALL THE
WAY AROUND THE TRUNK.

MULCH 2"

MULCH 2"

= GBS

5
%

1]
=l
=N
=|IF,
R

S é:!’

o,

I
I
I
T
I

H—==nn=IH="

LEVEL GROUND
NOT TO SCALE

—~—EXISTING TREE

3' MIN. STAKE
r——HEIGHT ABOVE
GRADE

NOTE:

TREES TO BE SAVED WILL BE CLEARLY MARKED PRIOR TO CONSTRUCTION AND A
PROTECTIVE BARRIER IS TO BE INSTALLED AT THE DRIPLINE.

DRIP LINE — THE AREA OF SOIL DIRECTLY BENEATH THE TREE EXTENDING OUT TO
THE TIPS OF THE OUTERMOST BRANCHES.

METHOD OF TREE PROTECTION DURING CONSTRUCTION

N

- —

LEGEND
o — . \j - - PROPERTY LINE
i . . . PROPOSED BUILDING
/\ R06205.006-014-000 ALL EXISTING VEGETATION TO BE A oo oo ¢ = EXISTING PAVEMENT
\ DB: 5391 PG: 2848 PRESERVED & MAINTAINED DB: 2071 5PG 0571 —_ - — gﬁ%héggg]) LANDSCAPE AREA
ZONING: R-10 / B/W PROPERTY LINE & FENCE (10") ZONING: O&I w PROPOSED WATER SRVICE
\ USE: RESIDENTIAL / - USE: SINGLE FAMILY CONDO SS PROPOSED SEWER SERVICE
LIMITS OF DISTURBANCE
/ 4 \\ TEMPORARY SILT FENCE
X X X—— PROPOSED FENCE
/l 2 7\ - S>> S5 S 3:1 GRASSED SWALE
/;) \ ./ f \ — — \#_ RUNOFF DIRECTION
E—— -
RN R‘ %39 9] o NE 13*,, ® —  EX. FIRE HYDRANT ASSEMBLY
A v [T Ly 2 X\*—x\ B GATE VALVE
X AT TS EX 13" PINE X\x\x\x 3
\/ ¥ (TO BE REMOVED) ™ N T X—— 4" PINE SPOT ELEVATION
v v v N ————
EX. 12" PINE 0 — <
.y [ v v 3 v } v } v . » v (TO BE REM OyED)W - 15" BINE QMHD INLET PROTECTION g
v — v S
DNy v v v v v v v v e /] PROPOSED STREET YARD =
-#
6-#5 ¥ N I;IIW?IL’I\‘VR;TWICW)I\? v PROPOSED SIDEWALK
JAMES CELENDA 4 BASIN v ;:g Y PROPOSED BUILDING
R06205-006-009-000 v #1
DB: 5299 PG: 432 INFILTRATION BASIN
ZONING: R-
USE?RE?I(DE%N'}(I)AL / PERMEABLE PAVEMENT
f34] consTRUCTION ENTRANCE
6-#5 @ CANOPY COVERAGE
ALL EXISTING VEGETATION TO N ¢ v
BE PRESERVED & MAINTAINED
BETWEEN R/W & FENCE (10") o 1
NP SITE DATA TABLE:
’ / ADDRESS: 5307 OLEANDER DRIVE

/\\\\

D
B
e
D

—_—

MALCOM SIMMONS
R06205-014-001-000
PG: 5624 PG: 0134

ZONING: R-10
E: RESIDENTIAL

SD 15-08

NOT TO SCALE

EX. DRIVEWAY /—_

INNERTROBE PROPERTIES, LLC
R06205-016-009-000
DB: 5556 PG: 1086
ZONING: CB
USE: MEDICAL & HEALTH

—__~__/

””””” “\ ex. oRVEWAY —
- T T

MORELAG, LLC
R06205-016-005-001
DB: 5334 PG: 1123
ZONING: CB
USE: GAS SERV. STATION

/ / / / ROBERT RIPPY
/

/ R06205-016-004-000
DB: 1866 PG: 0073
ZONING: CB

/ USE: RECREATIONAL

PARCEL ID:

TOTAL PROJECT AREA
/ EXISTING ZONING
N OVERLAY ZONING
""""""" PROPOSED ZONING
CAMA LAND CLASSIFICATION
PROPOSED USE
NUMBER OF BUILDINGS
STORAGE UNITS PROPOSED

LANDSCAPE REQUIREMENTS

STREET YARD
OLEANDER (PRIMARY - 200.16' x 18
(18' Avg., Max.27', Min. 9')
3,611 /600 = 6 Canopy Trees
3,611 /600 x 6 = 36 Shrubs

PARKING LOT LANDSCAPING
20% Canopy Coverage (34,502 x 0.2)

BUFFER YARD
REAR YARD (226 1.f) 1 Tree /30 Lf.

SIDE YARD

FOUNDATION PLANTING
110 1.f.x12'x0.12 = 158.4 s.i.

54th ST. (SECONDARY - 517.82' x 9')
(% Primary Street Yard)

4,600 / 600 = 8 Canopy Trees
4,600 / 600 x 6 = 48 Shrubs

R06205-005-005-001
104,933 SF (2.409 AC.)
CB - Community Business
N/A
CB - Community Business
Watershed Resource Protection
MINI-WAREHOUSING

3 (1-Story)

31,400 SF

REQUIRED PROVIDED
3,611 SF 3,739 SF
6 Canopy Trees 6 Canopy Trees
36 Shrubs 36 Shrubs
4,660 SF 4,660 SF
8 Canopy Trees 9 Canopy Trees (Includes Ex. 30" Oak)
48 Shrubs 49 Shrubs
6,900 SF 6,986 SF 20 Canopy Trees
8 Trees 8 Trees (Includes 6 Ex. Pine Trees)
N/A N/A
159 LF 463 LF

VICINITY MAP (NOT TO SCALE):

g =
& SITE
U.s. 76
REVISIONS

91 Pelican Point Road
Wilmington, North Carolina 28409
Phone: 910.409.3567
Email: Charlie@intracoastalengineering.com
License Number P-0662

INTRACOASTAL
ENGINEERING, PLLC

LANDSCAPE AREA PLANT LIST

QTY. BOTANICAL NAME COMMON NAME TYPE
1 12 ACER RUBRUM RED MAPLE LARGE SHADE TREE
2 8 QUERCUS VIRGINIANA LIVE DOAK LARGE SHADE TREE
3 6 QUERCUS PALUSTRIS PIN OAK LARGE SHADE TREE
4 8 ZELKOVA GREEN VASE ZELKOVA LARGE SHADE TREE
S 49 ELAEAGNUS PUNGENS SILVERTHORN SHRUB
6 9 SABAL PALMETTO SABAL PALM SHRUB
7 23 LOROPETULUM SPP LOROPETULUM SHRUB
8 16 BURFORDII NANA DWARF BURFORD HOLLY SHRUB
9 2 MORELLA CERIFERA WAX MYRTLE SMALL SHADE TREE

I - FH

JOSEPH PRIEST / & 3 v
/ R06205-014-002-000 6 - #5 Q A / s A
PG: 1320 PG: 0314 € g \ //’
ZONING: R-10 & / \ Y
USE: UNDEVELOPED / & P A
A LAY
« / (3%
5 GRASSED—/ )/ NS A L [
SPILLWAY 24‘007 AT
SR/ [
' — - / / - N /o v VY
_ 6-#5 g S
I —_— / "6&2 ,’// \\v ......................................
1" WATER SERVICE / 2
(36" MIN. BURY) / \ NS
/ APPROX. LOCATION OF A s
EX. WATER METER &
g /
U / 1) /N
A / / / ‘ /-#N\o .......................... BYBEE, LLC
p S NS LT T TN R06205-005-006-000
8 /BN & VS DB: 2573 PG: 398
~ / \ //"/ / .......................... ZONING CB
4" S/S SERVICE @ 1.0% / KO K [y \ et USE: SELF STORAGE
36" Min. BURY / ==Y / ''''''''''''''''''''''''''''
[~ [
/ /. v A S
CM INVESTMENT PROPERTIES, LLC / 4 ’ RN 5-#8
R06205-014-003-000 - NG IR
/ DB: 5203 PG: 1335 / N oY BN
/ ZONING: CB / 4 SN
USE: CAR WASH VA NS
/ \ ¢ N
% \/ /e
g /5
E TIE TO EXISTING /” 7 S NV
; SS SERVICE / ° o JX ~
@ / 3 - < X
APPROX. LOCATION OF e LA FILTRATTOR
EX. SEWER SERVICE 4 /L7 N & BASIN #2
. 4 /C/'. " X ° 7 }v v v !
/ g [a . —
/ 1 o /
° bG 77 /
) 24.25 _— /
- S - COEE ) EX. DRIVEWAY
-~ 6-#7 //// Vo I
\ 7 "'/% 7 //#;7777:@5 -
™\ — o . . — e
~— ‘ / ya e 7/ / ' CONg:)a(ul—:S%TE'NSRNE Z J/Q_-’{—%ﬂf————'——”m‘“ I —
S~ /\ ;LL/;—_,—;“ LZ‘] /% o e T — h
Q& - — _
o <= I j\\ @ I—
 OLEANDER DRIVE . —
/ (US.HWY 76 [100'R/W) |
/ S. HWY 76 /102 = I—
----------------------------------------------------------------- _— - /
/ .

EX. FIRE HYDRANT

e

NOTE:

1. PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION ACTIVITY, TREE PROTECTION
FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR GROVES OF TREES.
NO CONSTRUCTION WORKERS, TOOLS, MATERIALS OR VEHICLES ARE PERMITTED
WITHIN THE TREE PROTECTION FENCING.

2. LANDSCAPE SPECIFICATIONS, SPECIES, & SIZES PROVIDED BY OWNER. INTRACOASTAL
ENGINEERING PROVIDED DRAFTING SERVICES ONLY.

Planning
Public Utilities

Traffic

Fire

Approved Construction Plan

Name Date

STORMWATER MANAGEMENT
PLAN

APPROVED

CITY OF WILMINGTON
ENGINEERING DEPARTMENT

DATE PERMIT #
SIGNED
30’ 15' o' 30' 60'
Scale: 1"=30'

LANDSCAPE PLAN
FOR
SELF STORAGE
WILMINGTON, NC

OLEANDER DRIVE

CLIENT INFORMATION:

PENTON DEVELOPMENT LLC.
6105 OLEANDER DRIVE SUITE 201
WILMINGTON, NC 28403

(910) 452-1410

DRAWN: CDC SHEET SIZE: 24X36
CHECKED: CDC DATE: 01-09-13
APPROVED:  CDC SCALE: 1:30
PROJECT NUMBER: 100-081

DRAWING NUMBER!

Cs
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VICINITY MAP (NOT TO SCALE):

I S — \J *
w /\\ ALICE ARMSTRONG HAWTHORNE PARK COA, INC
R06205-006-014-000 R06205-005-006-000 ~ o
- - - - PROPERTY LINE / \ DB: 5391 PG: 2848 DB: 2071 PG: 0571 M &
PROPOSED BUILDING ZONING: R-10 / ZONING: O&I . =
__________ EXISTING PAVEMENT USE: RESIDENTIAL USE: SINGLE FAMILY CONDO ; E
EASEMENT / \ / / *
- - - = DEPRESSED LANDSCAPE AREA —_—
w PROPOSED WATER SRVICE \ / / [
SS PROPOSED SEWER SERVICE Us. 76
LIMITS OF DISTURBANCE / \ / / — c——
SF SF TEMPORARY SILT FENCE
X X X PROPOSED FENCE / / x\x\x\x\x
> :1 GRASSED SWALE —_— - —_— T X—
2P P2 > > JUNOFF DIRECTION — / I — e REVISIONS

GATE VALVE

X, FIRE HYDRANT ASSEDBLY | T — / / / T T —

SPOT ELEVATION JAMES CELENDA /
/ R06205-006-009-000 / / v
INLET PROTECTION DB: 5209 PG: 432 / T
/ ZONING: R-10 // = ™~ /
PROPOSED STREET YARD USE: RESIDENTIAL / _ ‘ /
PROPOSED SIDEWALK / / /
PROPOSED BUILDING / / ' [ YR / ) £
INFILTRATION BASIN / / ‘ [ n — . ;;b
7777 PERMEABLE PAVEMENT I . / / iy <C E § 5
CONSTRUCTION ENTRANCE MU o WRCNT/ ' A 2 U S N — - gil\%%
LBERRYAVENUE o / Ny [ SN O SELES
/\ - / y L I <ﬂ Z 9 8y
—_— D Y 472 Y AN T2 88
e / / ’ [y, I i E %gg § g
| / : A RO N R/ S -, SEREZ
S e : aa =7 ..B o
/ | / / oo R 2 U AR Sy é m L - 8@ g
MALCOM SIMMONS / f/ /. BUILDING#1 . A\ -7 /5 Z - Q8 8=0
| 6024 10013 ‘e, / o Go'xzq0l - T —~ = "2~ 5
ZONING: R-10 / / / o N [ @ = 2
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/ NOTE:
/ 1. ALL OUTDOOR LIGHTING SHALL BE INSTALLED SO AS NOT TO EXCEED TEN (10) FEET
/) / IN HEIGHT AND NOT TO SHINE OR REFLECT DIRECTLY ON SURROUNDING PROPERTIES. g,
\ /y
/ y / / - 2. LIGHTING SPECIFICATIONS, SIZES, & LOCATIONS PROVIDED BY OWNER. INTRACOASTAL \\\\\\'\‘(\._96_‘{?9{ 2,
/ ‘ s J— o ENGINEERING PROVIDED DRAFTING SERVICES ONLY. > i
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SPRING-SUMMER . SITE WORK NOTES: VICINITY MAP (NOT TO SCALE):
VARIES (6'-8' MIN.) ol1h WORK NOIRS!
TEMPORARY GRASSING DETAIL PERMANENT GRASSING DETAIL GROUND STABILIZATION CRITERIA ASDIR. BY ENG. 1. THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH EXISTING CONDITIONS BOTH ON AND ADJACENT TO
THE SITE.
SEEDING MIXTURE SEEDING MIXTURE STABILIZATION 2. CLEARING: CONTRACTOR SHALL REMOVE ALL TREES AND VEGETATION WITHIN LIMITS OF CONSTRUCTION IF DESIGNATED
' SPECIES RATE (Ib/acre) SITE AREA STABILIZATION TIMEFRAME / — — - STEELPOST TO BE REMOVED.
SPECIES | y— ‘DESCRIPTION TIMEFRAME EXCEPTIONS [T I 3. GRUBBING AND STRIPPING: CONTRACTOR SHALL RAKE AND REMOVE ROOTS, STUMPS, VEGETATION, DEBRIS, EXISTING
Rye (grain) SERICEA LESPEDEZA % f... : o WIRE FABRIC STRUCTURES ABOVE AND BELOW GRADE, ORGANIC MATERIAL OR ANY OTHER UNSUITABLE MATERIAL WITHIN LIMITS OF w
Annual lespedeza (Kobein COMMON BERMUDAGRASS 10 * Perimeter dikes, : 9 S i CONSTRUCTION. & g
Piedmont and Coastal Plain, GERMAN MILLET 10 . - e FILTER FABRIC 4. MUCKING: CONTRACTOR SHALL COORDINATE WITH OWNER AND THEIR GEOTECHNICAL REPRESENTATIVE TO - S
Korean in Mountains) TALL FESCUE 50 swales, ditches 7 Days None S i MIN. 12-1/2 GA. bt = COORDINATE REMOVAL OF ANY SOFT AREAS. . e
Omit annual Tespedeza when duration of temporary cover s not to extend and slopes | INTERMEDIATE WIRES ; | 5. DISPOSAL: CLEARED, GRUBBED, STRIPPED OR OTHER WASTE MATERIAL SHALL BE REMOVED FROM SITE AND DISPOSED OF 2 =
beyond June. I : IN A PROPERLY PERMITTED FACILITY. T <
=
SEEDING DATES SEEDING NOTES WH’Icgh g-lu(;l\:\llgy 7 Days None / 2 & H 6. FILL AND COMPACTION SHOULD COMPLY WITH GEOTECHNICAL RECOMMENDATIONS. &3 SITE
: 1. WHERE A NEAT APPEARANCE IS DESIRED, OMIT SERICEA. ater . THE CONTRACTOR SHALL NOTE THAT THE GRADING PLAN MAY NOT REPRESENT A BALANCED EARTHWORK CONDITION.
2. USE COMMON BERUDAGRASS ONLY ON ISOLATED SITES WHERE IT CANNOT BE- Zones — &= i " THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUT AND FILL QUANTITIES AND COMPLETE INSTALLATION TO SPECII?III\;D
Mountains - Above 21500 ft: Fefb. ;S—bMa}iv;S COME A PEST. BERMUDAGRASS MAY BE REPLACED WITH 5 Ib/acre CENTIPEDEGRASS. If slobes are 10 5 or 7L_, { P N \/ | | /_\ GRADES
Below 2500 ft: Feb. 1-May 1 " u " .
Piedmont - Jan. 1-May 1 less pin length and lo 8. THE CONTRACTOR SHALL FURNISH SUITABLE BORROW MATERIAL FROM AN OFF-SITE PROPERLY PERMITTED FACILITY AS us. 76
Coastal Plain - Dec. 1-Apr. 15 * Slopes Steeper REQUIRED.
SEEDING DATES tﬁ an 3:1 7 Days are not steeper than o ANCHOR FABRIC SKIRT 9. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM AVAILABLE RECORDS. IT SHALL BE THE
SOIL AMENDMENTS APRIL 1 - JULY 15 ’ 2:1, 14 days are i AS DIRECTED BY ENGINEER RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE EXACT ELEVATIONS AND LOCATIONS OF ALL EXISTING
allowed ) " UTILITIES AT ALL CROSSINGS PRIOR TO COMMENCING TRENCH EXCAVATION. IF ACTUAL CLEARANCES ARE LESS THAN
Follow recommendations of soil tests or apply 2,000 lb/acre ground agricul- INDICATED ON PLAN, THE CONTRACTOR SHALL CONTACT THE DESIGN ENGINEER BEFORE PROCEEDING WITH
i ili SOIL AMENDMENTS
tural limestone and 750 Ib/acre 10-10-10 fertilizer. * Slopes 3:1 or 7—days for slopes NOTES: CONSTRUCTION. ANY CONDITION DISCOVERED OR EXISTING THAT WOULD NECESSITATE A MODIFICATION OF THESE PLANS REVISIONS
APPLY LIME AND FERTILIZER ACCORDING TO SOIL TESTS, OR APPLY 3,000 Ib/acre P : 14 Days greater than 50 ft. 1. FENCE FABRIC SHALL BE A MIN, OF 32" IN WIDTH AND SHALL BE BROUGHT TO THE ATTENTION OF THE DESIGN ENGINEER BEFORE PROCEEDING WITH CONSTRUCTION.
MULCH GROUND AGRICULTURE LIMESTONE AND 500 Ib/acre 10-10-10 FERTILIZER. flatter in length | _ || SHALL HAVE A MIN. OF SIX LINE WIRES WITH 12" STAY 10. NO CONSTRUCTION IS TO BEGIN BEFORE LOCATION OF EXISTING UTILITIES HAS BEEN DETERMINED. CALL "NC ONE-CALL"
SPACING. AT LEAST 48 HOURS BEFORE COMMENCING CONSTRUCTION.
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING, * All other areas None 2. FABRIC SHALL BE FOR EROSION CONTROL AND MIN. OF 1. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES DURING
OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE with slopes flatter 14 Days |(except for perimeters 36" IN WIDTH. FABRIC SHALL BE FASTENED CONSTRUCTION. BEFORE COMMENCING ANY EXCAVATIONS IN OR ALONG ROADWAYS OR RIGHT-OF-WAYS, PUBLIC AREAS
USED AS A MULCH ANCHORING TOOL. MULCH th an 4:1 & HQW Z one S) ADEQUATELY TO THE WIRE FABRIC AS DIRECTED BY THE OR IN PRIVATE EASEMENTS, THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE PERSONNEL OF THEIR INTENT TO
: ENGINEER. EXCAVATE, IN WRITING, NOT LESS THAN 10 DAYS PRIOR TO EXCAVATING.
APPLY 4,000 Ib/acre GRAIN STRAWOR EQUIVALENT COVER OF ANOTHER SUITABLE . S . ) o 12. THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE DISCONNECTION/ RECONNECTION AND/OR THE RELOCATION
MAINTENANCE MULCH. ANCHOR BY TACKING WITH ASPHALT, ROVING, OR NETTING OR BY CRIMPING Note: Ground Stabilization chart may be required TEM PO RAR Y S I LT FE I\l CE 3 SELF FASTENER STEBL ANGLE TR 0 oo OF THE OF ALL EXISTING UTILITIES WITH APPROPRIATE PERSONNEL. /
Refertilze if growth is not fully adequate. Reseed, refertilize and mulch im- B A o G gy DISK WITH BLADES SET NEARLY STRAIGHT CAN BE by NPDES permit. 13. CONTRACTOR SHALL ADJUST ALL MANHOLES, VALVE & CURB BOXES TO FINAL GRADE UPON COMPLETION OF ALL
mediately following erosion or other damage. NTS CONSTRUCTION. ANY BOXES DAMAGED OR OTHERWISE DISTURBED BY THE CONTRACTOR SHALL BE REPAIRED AT THE
EXPENSE OF THE CONTRACTOR.
14. EXISTING SURVEYING PERFORMED BY JOHNNY J. WILLIAMS LAND SURVEYING, P.C.
TEMPORARY SUMMER GRASSING DETAII] MAINTENANCE 15. THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AT THE SITE. FURTHERMORE THE CONTRACTOR SHALL REPORT
ALL DISCREPANCIES OR QUESTIONS TO THE ENGINEER PRIOR TO INSTALLATION.
REFERTILIZE THE FOLLOWING APRIL WITH 50 Ib/acre NITROGEN. REPEAT AS GROWTH
SEEDING MIXTURE REQUIRES. MAY BE MOWED ONLY ONCE A YEAR, WHERE A NEAT APPEARANCE IS 16. THE CONTRACTOR SHALL PROVIDE ANY AND ALL LAYOUT REQUIRED TO CONSTRUCT HIS WORK UNLESS OTHERWISE
DESIRED, OMIT SERICEA AND MOW AS OFTEN AS NEEDED. 15% SEDIMENT TRAP FILTER DIRECTED BY OWNER.
SPECIES RATE (Ib/acre 3552 05% 25% SA / 17. ALL SERVICE CONNECTIONS SHALL BE INSTALLED TO MEET ALL LOCAL, STATE, AND CFPUA CODES. METERS, TAPS,
°
GERMAN MILLET 0 4 2% & P MATERIALS, WORKMANSHIP AND ALL FEES SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL COMPLY WITH g
FALL-WINTER SA 3 ALL REQUIREMENTS.
IN THE PIEDMONT AND MOUNTAINS, A SMALL-STEMMED SUNDANGRASS MAY BE FLOW — 18. ALL BACKFILL FROM UTILITY INSTALLATION MUST BE COMPACTED OR AMENDED TO PROVIDE TRAFFIC BEARING CAPACITY. Q
SUBSTITUTED AT A RATE OF 50 LB/ACRE. PERMANENT GRASSING DETAIL eioce. GEOTECHNICAL ENGINEER TO BE CONSULTED AT CONTRACTORS COST AS NECESSARY. h l Q
19. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE. CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO THE o0
SEEDING NOTES MIXTURE ENGINEER PRIOR TO INSTALLATION. ALL AREAS SHALL BE SLOPED TO DRAIN AWAY FROM BUILDINGS AT ALL TIMES. A AN
OO TAINS - MAY 140G SEEDING 20. CONCRETE FOR WALKS, CURBS AND DRIVES SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI @ 28 DAYS - AIR g 5
- 15~ .15
PIEDMONT - MAY 1-AUG. 15 SEECIES RATE (Ib/acre / 2 EETLRDA;E;Z%NG SHALL BE DONE BY AN INDEPENDENT TESTING LABORATORY PAID FOR BY THE OWNER. FURTHER TESTING X 2«
COASTAL PLAN - APR. 15-AUG. 15 POROUS BAFFLES PLAN 1. . I o
TALL FESCUE (BLEND OF TWO OR m - Q
THBER IMPSI D VARLETIES) 200 (SEE DETAIL) REQUIRED DUE TO A FAILED TEST WILL BE PAID FOR BY THE CONTRACTOR. 3 _~5e
S RYE (GRAIN) 25 A 22. ALL SIDEWALKS SHALL BE FREE OF CRACKS, BREAKS, OR ANY OTHER DEFECT PRIOR TO RECEIVING A CERTIFICATE, OF o g O %0 S
SOIL AMENDMENT » OCCUPANCY. [¢ / ) ©w 7
O RRTp 0 LB/ACRE GROUND AGRICUL SEEDING DATES oF #1 o \TligngZD#s 2 SPILLWAY CONSTRUCTION SEQUENCE: e_f‘, —'—*5 o % A~
FOLLOW RECOMMENDATIONS OF 2,000 - OR #57 : . =
TURAL LIMESTONE AND 750 LB/ACKE 10-10-10 FERTILIZER i%%%@l;‘( i)%lc):REINLmER STONE | SPIL . RIP RAP CONSTRUCTION OF SITE TO START WITH INSTALLATION OF CONSTRUCTION ENTRANCE, SEDIMENT TRAP, AND SILT FENCE < Z S ‘a % % 0
ALONG ALL LOCATIONS PER PLANS. UPON INSTALLATION OF SILT FENCE, TREES SHOULD BE REMOVED IN LOCATIONS AS e s 0
O< o)
MULCH SOIL AMENDMENTS A q > NECESSARY. ALL SLOPED AREAS SHOULD BE SEEDED IN ACCORDANCE TO SPECIFICATIONS. SLOPE STABILIZATION IS WITHIN 21 A 1 g
% <7 CALENDAR DAYS OF ANY PHASE OF CONSTRUCTION. ALL OTHER AREAS MUST BE STABILIZED WITHIN 15 WORKING DAYS. oS 2 ] B
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING, APPLY LIME AND FERTILIZER ACCORDING TO SOIL TESTS, OR APPLY 3.000-5,000 Ib/acre 1. GENERAL CLEARING AND GRADING OF THIS SITE WILL NOT BE DONE UNTIL THE TEMPORARY SILT FENCE, SEDIMENT TRAP, Z ) s B o B Z
OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE GROUND AGRICULTURAL LIMESTONE (USE THE LOWER RATE ON SANDY SOILS) AND o AND CONSTRUCTION ENTRANCES HAVE BEEN INSTALLED. . O 0
LCH ANCHORING TOOL -_— — — g o
USED AS A MULC . 1,000 lb/acre 10-10-10 FERTILIZER. g i 2. NO CUT SLOPE OR FILL SLOPE SHALL EXCEED A RISE OR FALL OF ONE FOOT FOR EVERY RUN OF 3 FEET (1 VERTICALTO 3 I Z o @ 4
~ -|= HORIZONTAL). [IJ R c
MiIfE E’ﬁﬁﬁﬂ%— A NO SEDIMENT WILL BE ALLOWED TO EXIT THE SITE. ALL EROSION SHALL BE CONTROLLED INCLUDING SIDE SLOPES = o 0
MULCH 3 - ‘ Q.
MAINTENANCE 4 UNDISTURBED DURING AND AFTER CONSTRUCTION. Z 5;‘ %’0 e T‘: .9
REFERTILIZE IF GROWTH IS NOT FULLY ADEQUATE. RESEED, REFERTILIZE AND MULCH IM- APPLY 4,000 Ib/acre GRAIN STRAW OR EQUIVALENT COVER OF ANOTHER SUITABLE POROUS BAFFLES. _/ \ 4. INSTALL PRIMARY EROSION CONTROL MEASURES BEFORE BEGINNING CONSTRUCTION INCLUDING BUT NOT LIMITED TO fal) —
MEDIATELY FOLLOWING EROSION OR OTHER DAMAGE. IO A MOLCH ANCHORNG TOOL, A DISKWITH: BLADES S5 NEARLY STRAIGHT CAN ES%WTPOM CHANNEL BOTTOM GRAVELED CONSTRUCTION ENTRANCE, SILT FENCE, CHECK DAMS, & INLET PROTECTION. INSTALL ALL SECONDARY e g =
ING WITH A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN (SEE DETAIL) B
BEUSED AS A MULCH ANCHORING TOOL. CROSS SECTION EROSION CONTROL MEASURES AS SOON AS POSSIBLE AFTER BEGINNING CONSTRUCTION. g O
\ 5. ALL EROSION CONTROL MEASURES TO BE INSPECTED AFTER EACH RAIN. SILT FENCE AND INLET PROTECTION TO BE Z = T
CLEANED WHEN HALF FULL. =
oy
6. A 4" LAYER OF TOPSOIL SHALL BE APPLIED TO ALL NEW AREAS TO BE GRASSED. P Z B <
TEMPORARY FALL GRASSING DETAIL MAINTENANCE 7. ALL DISTURBED AREAS SHALL BE SEEDED IN ACCORDANCE WITH SEEDING SCHEDULE. g
8. MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PROJECT IS COMPLETE. [ L l
TO SOIL TESTS OR APPLY 40 Ib, NITROGEN IN JANUARY
SEEDING MIXTURE S%Rgéﬁlfgﬁ%%bﬁmmmm 'AND 401b IN §%V£§§§%R, FROM A 12-4-8, 9. MORE STRINGENT MEASURES MAY BE REQUIRED TO HALT EROSION IF THOSE ON THIS PLAN PROVE TO BE LESS EFFECTIVE. =
RATE (Ib 16-4-8, OR SIMILAR TURF FERTILIZER. AVOID FERTILIZER APPLICATIONS DURING 10. REMOVE ALL TEMPORARY EROSION CONTROL MEASURES UPON COMPLETION OF CONSTRUCTION. ALL PERMANENT
'.SPEﬂ __(_@)_. WARM WEATHER, AS THIS INCREASES STAND LOSSES TO DISEASE. RESEED, FERTILIZE, MEASURES SHALL BE WELL ESTABLISHED PRIOR TO PROJECT COMPLETION.
Rye (grain) 120 AND MULCH DAMAGED AREAS IMMEDIATELY. MOW TO A HEIGHT OF 2.5-3.5 INCHES MAINTENANCE PLAN
1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR STABILITY AND OPERATION FOLLOWING EVERY
SEEDING NOTES CONSTRUCTION ENTRANCE

RUNOFF-PRODUCING RAINFALL, BUT IN NO CASE, LESS THAN ONCE EVERY WEEK AND WITHIN 24 HOURS OF EVERY HALF

MOUNTAINS - AUG. 15-DEC. 15 INCH RAINFALL.

COASTAL PLAN and PIEDMONT - AUG. 15-DEC 30 NTS 2. ALL POINTS OF EGRESS WILL HAVE CONSTRUCTION ENTRANCES THAT WILL BE PERIODICALLY TOP-DRESSED WITH AN

' STONE SECTION A-A ADDITIONAL 2 INCHES OF 2-3 INCH STONE TO MAINTAIN PROPER DEPTH. THEY WILL BE MAINTAINED IN A CONDITION TO
PREVENT MUD OR SEDIMENT FROM LEAVING THE SITE. IMMEDIATELY REMOVE OBJECTIONABLE MATERIAL SPILLED,

NOTES: WASHED OR TRACKED ONTO THE CONSTRUCTION ENTRANCE OR ROADWAYS.

SOIL AMENDMENTS

FOLLOW SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICULTURAL TEMPORARY SEDIMENT TRAP TABLE

1. SEDIMENT TRAP WILL BE CONSTRUCTED FIRST 3. SEDIMENT WILL BE REMOVED FROM HARDWARE CLOTH AND GRAVEL INLET PROTECTION, ROCK DOUGHNUT INLET

’
10-10 FERTILIZER. NO.[,AREA TREQ'DIPROVIDEDI L | WD 20MP "SECONDLY. PROTECTION, SEDIMENT TRAP BAFFLES, AND ROCK PIPE INLET PROTECTION WHEN THE DESIGNED STORAGE CAPACITY
LIMBSTONE AND 1,000 LB/ACRE 10-10-10 FER 2'-0" (ACRES) Q 5 5 5 2. SEDIMENT TRAP HEIGHT TO BOTTOM OF SPILLWAY HAS BEEN HALF FILLED WITH SEDIMENT. ROCK WILL BE CLEANED OR REPLACED WHEN THE SEDIMENT POOL NO LONGER
1] 049 | 540 648 36118 | 3 WILL BE NO LESS THAN TWO FEET. DRAINS AS DESIGNED. DEBRIS WILL BE REMOVED FROM THE ROCK AND HARDWARE CLOTH TO ALLOW PROPER DRAINAGE.
MULCH 2 0.71 783 882 42'121']| 3 3. SPILLWAY DEPTH SHALL BE ONE FOOT. SILT SACKS WILL BE EMPTIED ONCE A WEEK AND AFTER EVERY RAIN EVENT. SEDIMENT WILL BE REMOVED FROM AROUND
é”R 4, STONE FACE SHOULD BE NO LESS THAN 6 INCHES BEAVER DAMS, DANDY SACKS AND SOCKS ONCE A WEEK AND AFTER EVERY RAIN EVENT.
A 4000 LR R O e B LG S AL L . SEE PLAN SHEET FOR LOCATION MEASURED PERPENDICULARLY FROM THE FACE 4. CHECK SEDIMENT BASIN AND BAFFLES WEEKLY & AFTER EACH RAINFALL EVENT. REMOVE SEDIMENT FROM TRAP &
S A AL ANCHORNG TOOL VLt BLADES SET NEARLY STRATGHLT CAN BE OF THE LARGE STONE. BAFFLES AND RESTORE TO ORIGINAL VOLUME WHEN SEDIMENT ACCUMULATES TO ABOUT % THE DESIGN VOLUME.
] 5. SPME DIMENSIONS LIOULD PLLOW FOR A MINIMUM OF REPAIR / REPLACE BAFFLES IF TORN, COLLAPSED, OR INEFFECTIVE.
6. DEPTH OF SEDIMENT IN SUMP WILL BE CHECKED AFTER EACH 5. DIVERSION DITCHES WILL BE CLEANED OUT IMMEDIATELY TO REMOVE SEDIMENT OR OBSTRUCTIONS FROM THE FLOW
MAINTENANCE " STORM AND CLEANED AS NECESSARY %MIN. ONCE EACH 6 MO.). AREA. THE DIVERSION RIDGES WILL ALSO BE REPAIRED. SWALES MUST BE TEMPORARILY STABILIZED WITHIN 21
s CALENDAR DAYS OF CEASE OF ANY PHASE OF ACTIVITY ASSOCIATED WITH A SWALE.
Repair and refertilize damaged areas immediately. Topdress with 50 Ib/acre [ T EXPANSION JOINT 7. REMOVALMIF SEPMMENT TRAP WILL BE DONE IN SUCH A WAY 6. SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE WHEN IT BECOMES HALF FILLED. THE SEDIMENT
of nitrogen in Marct. I{ it is necessary to extend temparary cover beyon x = FENCE WILL BE REPAIRED AS NECESSARY TO MAINTAIN A BARRIER. STAKES MUST BE STEEL. STAKE SPACING WILL BE 6
June 15, overseed with 50 lb/acre Kobe (Piedmont and Coastal Plain) n N
or Korean (Mountains) lespedeza in late February or early March. ~ (o} AT 30° INTEWALS(TYP) N FEET MAX. WITH THE USE OF EXTRA STRENGTH FABRIC, WITHOUT WIRE BACKING. STAKE SPACING WILL BE 8 FEET MAX
S| iy WHEN STANDARD STRENGTH FABRIC AND WIRE BACKING ARE USED. IF ROCK FILTERS ARE DESIGNED AT LOW POINTS IN
r| o + TEM P O RAR i S EDI l\/l E | q T TRAP D ET AI L THE IN THE SEDIMENT FENCE THE ROCK WILL BE REPAIRED OR REPLACED IF IT BECOMES HALF FULL OF SEDIMENT, NO
) | N — LONGER DRAINS AS DESIGNED OR IS DAMAGED.
Ly NTS
X EARAR'E N
F
75 WHERE CENTER MEDIAN CURB IS REQUIRED

GUTTER SHALL SLOPE AWAY AS SHOWN

STANDARD 6" CURB SECTION
TYPE "A" SD 7-01

NTS

STEELSUPPORT POST
24" INTO BOTTOM OR SIDE g{ﬁ%;? WIRE

4" PERVIOUS CONCRETE

SUPPORT ROPE TO WIRE
/ TO PREVENT SAGGING
AN

I\\\ ///I o0
AN 7 o2
N / i
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» 7 L

N\ AN v

Ooog 6” WASHED STONE
O

WILMINGTON, NC

SUBGRADE
IN SITU SOIL

SELF STORAGE

DETAILS
FOR
OLEANDER DRIVE

NOTE: SUBGRADE MUST BE EITHER SCARIFIED, RIPPED, OR
TRENCHED TO MAINTAIN THE PRE—CONSTRUCTION

SUBGRADE INFILTRATION RATE.

\COIR MESH OR SIMILAR, STAPLED OR
TRENCHED INTO BOTTOM OR SIDE.

4"X4" POSTS
- éﬁ *\ﬁ

: ANDARD SIDEWALK DETAIL SD 8-1 POROUS BAFFLE CROSS SECTION
N ST SIDEW D L1 PERVIOUS CONCRETE SECTION
\ NTS NTS
\\\\\\\IHII/////
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QR B w - PERVIOUS z z
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K— AT 3000 PSI'W/ 3 TOP BERM 24.25'
6X6 - 6/6 W.W.F. '
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X o u - TO_BE_SEEDED _|L BOTTOM 23.00°
E P | B T e
10' o ° —ll—ll=ll ===l ==l ===
20’-0'|' — T T = | |E | ‘E‘ ‘ |E| =l
. : 5’ T
12 . 12
| PLAN T CLIENT INFORMATION:
— 2"X6"CaP ENCLOSURE GATES 2 g . TOP_OF BANK INFILTRATION BASIN #1 & 2 PENTON DEVELOPMENT LLC.
, , = W/CROSS-BRACING = e — BTM OF _SPILLWAY | NTS 6105 OLEANDER DRIVE SUITE 201
: 5 — — WILMINGTON, NC 28403
> Il Il (910) 452-1410
- SE< >&< ERONT VIEW -
- - . S — 4 15 STORMWATER MANAGEMENT
w,{mw E 1| ; 12 REINFORCING: e l——‘ PLAN
:OOT / \ I I #—51 CONggRoEgriiY;gl @ El_ 24—25’ Approved COnStI’UCtIOn Plan APPROVED DRAWN: CDC SHEET SIZE: 24X36
L L L L mj* WIDTH x LENGTH x HEIGHT EL. 2400 — — =— — — — — — = Name Date CHECKED:  CDC DATE: 01-09-13
CONCRETE 4"X4" POSTS HORIZONTAL END VIEW ¥ ox 700 x4 1l Planning CITY OF WILMINGTON APPROVED:  Cbe | SCALE: NTS
FOOTINGS (TREATED) ~ WOODSIDING NoTE: 3 ENGINEERING DEPARTMENT ‘ '
1. CONTRACTOR SHALL INSTALL PER CITY OF WILMINGTON TECHNICAL STANDARD PER SD 15—13 3 Public Utilities PROJECT NUMBER: 100-081
ELEVATIONS 2. CONTRACTOR SHALL INSTALL WHEEL STOP 2.5° FROM SIDEWALK. DATE PERMIT #
Traffic -
DUMPSTER PAD & ENCLOSURE DETAIL WHEEL STOP DETAIL SPILLWAY DETAIL SIGNED s
NTS -
NTS NTS

70f§




